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Type: Liquid spray

Color: Colorless

Density:  1,05 ± 0,02 g/cc a 20ºC 

 Diluent:  Ready to use. Do not dilute

Performance: 150- 200 g/m2 depending on surface type

Ph Value: 12 ± 0.5

 760180 Colorless

Format: 0,5 L 

DESCRIPTION 

Junoclean is a clear multi-surface anti-fungal wash, that kills algae and mould 

growth. Efficient and immediate effect cleaner that removes mould and 

humidity stains. 

Perfect for exterior façades, kitchens, bathrooms, grout and sillicone joints 

etc. Ideal for preparing mould prone interior and exterior surfaces before 

painting.

PROPERTIES 

• Quick antimould action.

• Efficient and strong performance against mould .

• Sprayable.

• Ready for use. Easy application.

SURFACE PREPARATION

Protect zinc, aluminium, galvanized and copper surfaces from spray.  Also protect vegetation and plants from 
spray.
APPLICATION TIPS 

Spray the product evenly, applying from bottom to top (on the facade). Leave on to react for 15 to 20 minutes, then rinse and clean 
with high pressured water, starting from the bottom and working your way upwards.
Canbe appliedwith supplied adapted sprayer, brush, or roller. Synthetic material or nylon.
Product is ready to use.
Avoid contact with skin and eyes, and ensure proper protection equipment is used before application (incl mask, goggles etc.).
Do not breathe in vapors or mix with any acids.
Discard residual product following local legislation.
Clean tools with water after use.

OBSERVATIONS 

Product is based on water and sodium hypochlorite. 
Sensible to freezing. 
PH: 12 ± 0.5 

SAFETY & ENVIRONMENT 
The product must be handled ensuring proper ventilation in the area used, and with the necessary protection measures. 
Avoid contact with skin and eyes, using gloves and protective goggles. 
In case of splashes or accidental spray, wash with plenty of water. 
For more information, consult the Safety Data Sheet.

Store the excess material in a ventilated and dry place. Close containers carefully and keep upright to avoid spills. Store product away from frost, high 
temperatures and direct exposure to the sun.
Do not eat, drink or smoke during the preparation and application of the product. Keep away from children.
Do not discharge into drains or the environment. Dispose of at an authorized waste collection point.
Consult your city council about the correct recycling of both the container and leftover product according to law and principles of environmental respect.

• Can be applied by using the provided spray nozzle, brush or roller.




